
 

AP GRAB BUCKETS - PG AGRICULTURE 

AP Machinebouw B.V.  0031 527 618 246 

Ambachtstraat 21  E info@apmb.nl 

8313 AV  RUTTEN  www.apmb.nl 

   The Netherlands  

DEALER 

 

Silage blockcutters Cubi;cle bedders Auger buckets 

Bale clamps Trenchers Grading boxes 

Grab buckets Sweepers Multi forks 



The options 

 Heavy and stable construction.  
 The completely flat bottom without braces guarantees complete emptying.  
 The increased back profile, and thus a small distance between the upper frame and the bucket, avoids spilling of 

feed.   
 Thanks to the ingenious grab geometry, material close to walls can easily be loaded completely.   
 Provided with wear-resistant knife in 400 HB grade steel.    
 Plate thickness from 6 to 8 mm.  
 Available in 5 widths from 1.60 to 2.40 m.   
 The quick attachments are screwable and therefore easy to replace.  
 Equipped with heavy pivot points with hard-chromed pins.  
 Cylinders with smaller diameters allow fast working with wheel loader and telescopic handler.  
 Optionally available with pressure safety valve and pilot operated check valve.    
 Developed and constructed in the Netherlands.  
 

■  Safety pressure valve 

■ Pilot operated check valve   

■  All common quick attachments 

All advantages of the AP grab buckets PG at a glance 

Since 1979 AP Machinebouw is specialized in the development and construction of agricultural machines, 
irrigation machines and road construction / earth moving machines. We consider quality of paramount 
importance.  
 
With our team of experienced and enthusiastic colleagues we build the machines from the beginning to the end in 
our own building after which they are transported all over the world. Our ultramodern building is equipped with , 
amongst others, two fully automated welding robots, an automated warehouse and advanced sandblasting and 
spraying installations.  

The name AP is inextricably linked to the construction of attachments for 
wheel loaders, telescopic handlers and front loaders. Machines, that are 
omnipresent on the modern live stock farms for more than 40 years.  
 
The AP grab buckets are multi functional machines for daily use, suitable for 
f.i. the loading and transport of feed, manure removal and for several 
further purposes.   

AP Grab buckets - Type PG  Technical specifications 

Type Width 
cm 

Depth 
cm 

Height 
cm 

Capacity*  
m3 

Weight  
kg    

PG 1600 160 95 115/165 0,95 525 

PG 1800 180 95 115/165 1,05 565 

PG 2000 200 95 115/165 1,15 605 

PG 2200 220 95 115/165 1,25 695 

PG 2400 240 95 115/165 1,35 735 

* Capacity when frame is closed  
Necessary hydraulic power = 25 l./min. - 180 bar (max. 50 l./min. - 200 bar) 

Ingenious grab geometry  

Thanks to the ingenious geometry, in open position the grab will not protrude 
beyond the bottom of the bucket. This makes it possible to drive the AP grab 
bucket against a wall and load all the material, leaving no rests behind.   


